
3. ALL LOCATIONS OF EXISTING UTILITIES AS SHOWN ARE APPROX.
  AND SHALL BE VERIFIED IN THE FIELD BY THE CONTRACTOR.

  PRIOR TO THE COMMENCEMENTS OF CONSTRUCTION BY THE
2. ALL UTILITY COMPANIES ARE TO BE NOTIFIED FOR MARK UP

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING

  CONSTRUCTION PRIOR TO THE START OF ANY WORK.
  ALL PERMITS AND NOTIFICATION REQUIRED FOR ALL

  CONTRACTOR.

GENERAL NOTES:

ZONING MAP

PROVIDED :          1

LOT AREA:

ADDRESS:        

BLOCK:           19

LOT:                33

PARKING SPACES

ZONING:  2F-1 TWO FAMILY DETACHED

1,215.28 SQ.FT

0.00   SQ.FT
756.16  SQ.FT

19

LANDSCAPE

TOTAL

LOT #
GROUND FLOOR AREA 

 PARKING  

2,500.00  SQ.F.

2,500.00   SQ.FT

REQUIRED :          5

KEY MAP   3000  FEET

LAST LEGAL:  TWO FAMILY DWELLING

PROPOSED NEW DRIVE - IN GARAGE TO AN EXISTING TWO FAMILY DWELLING.

PROJECT  DATA

528.56   SQ.FTCIRCULATION

PROJECT  DESCRIPTION :       

PROJECT  DESCRIPTION 
LOT  AREA :                                              2,500.00  SQ.FT

NUMBER OF PARKING SPACES :               

LANDSCAPE  AREA :                                   756.16 SQ.FT

CIRCULATION  AREA :                                 528.56 SQ.FT

PROJECT  FLOOR AREA :                          

GROUND FLOOR AREA :                                1,215.28 SQ.FT
PARKING  AREA :                                                  0.0 SQ.FT

PROPOSED  USE : TWO FAMILY DWELLING

321 HAMILTON, HARRISON, NJ

                              3,618.48 SQ.FT

TOTAL AREA

31'- 9"

R 5
5 B

USE GROUP 
IBC  NJ  2015  REQUIREMENTS

CONSTRUCTION TYPE
HEIGHT OF STRUCTURE

2NUMBER OF STORIES

 VOLUME 36,184.80 CF
3,618.48 SF

FIRST  FLOOR  AREA
1,215.28 SF

GROSS FLOOR AREA  TOTAL:                       3,618.48 SQ.FT
NET FLOOR AREA TOTAL :                        3,256.63  SQ.FT

1

SECOND  FLOOR  AREA
1,201.60 SF

ZONE 2F-1 TWO FAMILY DETACHED

MIN. LOT WIDTH 25.0'

TWO FAMILY DETACHED

REQUIRED

SIDE YARD

MAX.  BUILDING HEIGHT

MIN. REAR YARD

35'-0"

3.0' MIN./0.0' MIN.

FRONT YARD PREVAILING 

NOTES

MIN. LOT SIZE 2,500.0 S.F.

5.3 GENERAL BULK & DESIGN STANDARDS

MAX. LOT COVERAGE  

PARKING REQUIREMENTS

-

MIN. LOT AREA PER DWELLING -

2  SPACE PER UNIT

25.0'

4

OK

OK

OK 

OK

OK 

OK (EXISTING CONDITION)

OK

OK

VARIANCE

PROVIDED 

2,500.0 S.F.

25.0'

PREVAILING 

2.5' / 0.2'

36.5'

1,250.00' S.F./DU

48%

1

31'-9"

ZONE 2F-1 TWO FAMILY DETACHED

DRAWING INDEX:
SHEET N° DESCRIPTION

T-100 BUILDING DATA / KEY MAP

A-100 ARCHITECTURAL PLANS

A-200 ELEVATIONS

S-100  SITE PLAN LANDSCAPE 

1,201.60 SFMIN. LOT DEPTH 100.0' OK100.0'

BASEMENT FLOOR  AREA

A-110 ARCHITECTURAL PLANS

S-110 UTILITY SITE PLAN 

T-110 200' FT DIAGRAM

200' FT DIAGRAM
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NOTES:

KEY MAP

321 HAMILTON STREET HARRISON, NJ                
  BLOCK # :19   LOT : 33

NO HAZARDOUS MATERIALS USED
OR PRODUCED IN THIS FACILITY

NOT NOISE IMPACT PRODUCED IN THIS PROJECT

HARRISON TOWN

OWNER OF RECORD : ANTONIO SOUSA
APPLICANT : ANTONIO SOUSA

PROPOSED NEW DRIVE - IN GARAGE TO AN EXISTING TWO
FAMILY DWELLING.

T-100

40 15 55

DEAD LOAD

DESIGN LOADS

LBS./S.F. LIVE LOAD TOTAL

45

55

15

1540

30ROOF

FIRST  FLOOR

SECOND FLOOR

THIRD FLOOR 551540

2017 National Electrical Code

2018 International Fuel Gas Code

2018 National Standard Plumbing Code

2018 N.J.A.C  5:23-6  Rehabilitation Sub Code 

APPLICABLE CODES

2018 IECC  Energy Subcode

NEW CURBS AND SIDEWALKS SHALL BE CONSTRUCTED AT ALL
PROPERTY FRONTAGES WITH THE FINAL DETERMINATION BY THE
DEPARTMENT OF ENGINEERING OF THE CITY OF NEWARK.  ALL
WORK SHALL CONFORM TO CITY STANDARDS.

ADDRESSES SHALL BE DISPLAYED SO AS IN CONFORMANCE WITH
THE CITY'S 911 LOCATABLE ADDRESS ORDINANCE.

02-20-201
- 200' DIAGRAM.
-SIGNATURE LINE FOR
BOARD CHAIR &
SECRETARY, ENGINEER
-NEW T-110 PAGE
ADDED

1

DATE:CHAIRMAN OF THE BOARD:

APPROVED BY:

PLANNING BOARD TOWN OF HARRISON - NEW JERSEY

DATE:SECRETARY OF THE BOARD:

DATE:BOARD ENGINEER:

FLOOD HAZARD DETERMINATION

· THIS PROPERTY IS LOCATED ON FLOOD HAZARD ZONE X: AREAS
DETERMINED TO BE OUTSIDE THE 0.2 % CHANCE FLOOD PLAN

· The flood map for the selected area is number 334017C0081D,
effective on 08/16/2006

1

1

06-17-202
- 200' DIAGRAM.
-SIGNATURE LINE FOR
BOARD CHAIR &
SECRETARY, ENGINEER
-NEW T-110 PAGE
ADDED
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T-110

02-20-201
- 200' DIAGRAM &
OWNER LIST
-EXISTING 200'
BUILDING FRONT YARD
CHART.

200' FT DIAGRAM

LOT #ADDRESS BLOCK # FRONT YARD 

EXISTING - 200' FT - BUILDING FRONT YARD

ADDRESS FRONT YARD ADDRESS FRONT YARD ADDRESS FRONT YARD ADDRESS FRONT YARD 

331 CLEVELAND AVE. 18 25 0.0'

EXISTING - 200' FT - BUILDING FRONT YARD EXISTING - 200' FT - BUILDING FRONT YARD EXISTING - 200' FT - BUILDING FRONT YARD EXISTING - 200' FT - BUILDING FRONT YARD

LOT #BLOCK # LOT #BLOCK # LOT #BLOCK # LOT #BLOCK #

16 FRANK E. RODGERS
BLVD. N 18 27 0.0'
NUMBER TWO  FIRE
HOUSE HARRISON 18 32 0.0'

18 36 0.0'

18 39 0.0'

123 N 3RD STREET 19 1 0.0'

19 2 0.0'

19 3 0.0'

19 4 0.0'

19 5 0.0'

19 6 0.0'

319 CLEVELAND AVE.

319 CLEVELAND AVE.

113 N 3RD STREET

111 N 3RD STREET

109 N 3RD STREET

107 N 3RD STREET

105 N 3RD STREET

19 7 0.0'103 N 3RD STREET

19 8 0.0'101 N 3RD STREET

308 CLEVELAND AVE. 19 9 0.0'

312 CLEVELAND AVE. 19 11 0.0'

314 CLEVELAND AVE. 19 12 0.0'

316 CLEVELAND AVE. 19 13 0.0'

318 CLEVELAND AVE. 19 14 0.0'

328 CLEVELAND AVE. 19 15 0.0'

330 CLEVELAND AVE. 19 16 0.33'

332 CLEVELAND AVE. 19 17 0.08'

338 CLEVELAND AVE. 19 18 0.0'

100 - 106 FRANK E.
RODGERS BLVD. N 19 21 3.6'
108 FRANK E. RODGERS
BLVD. N 19 25 0.0'
110 - 112 FRANK E.
RODGERS BLVD. N 19 26 0.0'
114 FRANK E. RODGERS
BLVD. N 19 28 0.0'

19 29.01 0.16'331 HAMILTON STREET

19 30 0.33'

19 32 5.0'323 HAMILTON ST.

19 33 1.1'321 HAMILTON STREET

19 34 1.16'319 HAMILTON STREET

19 35 0.25'317 HAMILTON STREET

19 36 0.33'315 HAMILTON STREET

329 -325 HAMILTON ST.

19 37 0.50'313 HAMILTON STREET

19 38 6.33'311 HAMILTON STREET

19 39 0.42'309 HAMILTON STREET

19 40 0.83'

20 7.01 13.16'203 N 3RD STREET

20 8.01 13.16'

20 9 1.92'308 HAMILTON STREET

20 10 1.83'310 HAMILTON STREET

307 HAMILTON STREET

203 N 3RD STREET

20 11 1.92'312 HAMILTON STREET

20 12 1.25'314 HAMILTON STREET

20 13 0.0'316 HAMILTON STREET

20 14 0.0'318 HAMILTON STREET

20 15 0.0'320 HAMILTON STREET

20 16 0.0'322 HAMILTON STREET

20 17 0.0'324 HAMILTON STREET

20 18 8.67'326 HAMILTON STREET

20 19 9.16'328 HAMILTON STREET

20 21 0.0'330 HAMILTON STREET

20 22 0.0'332 HAMILTON STREET

20 23 0.0'334 HAMILTON STREET

20 24 0.0'336 HAMILTON STREET

20 25 0.0'338 HAMILTON STREET

AVERAGE FRONT YARD =1.26'

  ΣTOTAL= 69.57
55  = 1.26

1



PROPOSED SITE PLAN

HAMILTON  STREET
(60.00' R.O.W.)
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SCALE: 1' = 10' - 0"
BLOCK: 33
LOT # 19

36
.5

'
R.

Y.

2.5'
S.Y.

22.3' 0.2'
S.Y.

STR. NO. 321

2 STORY
FRAME  DWELLING

BLOCK: 19
LOT: 33

6.
5'

F.
Y.

56
.5

'

WATER 
METER

 GAS. METERS

EL
EC

T.
M

ET
ER

PIPE

6' x 4'

TREE PIT

10.0'
DRIVEWAY

NEW   DEPRESSED CURB

12.3'

18
.9

'

PROPOSED
DRIVE IN PARKING
AREA : 228.00 SQ.FT

32.10'

31.00'

36.30'

38.70'

PROPOSED NEW DRIVEWAY AND
REPLACEMENT OF CONCRETE

SIDEWALK  MAX. THAN 2% OF SLOPE

35.00'

35.00'

UP

UP

UP

 NEW STAIR ON PROPERTY LINE

13.0'

20'-0" 16'-4"

 DEPRESSED CURB

25'-1"

ON-STREET PARKING

20'-0"

15
.2

'

DN
NEW RAMP

1 14 "
12"

SLOPE

SL
OP

E 
12

%
 M

AX
.

32.10'

39.08'

31.08'

ON-STREET PARKING

HAMILTON  STREET
(60.00' R.O.W.)
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K 
E.
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SCALE: 1' = 10' - 0"
BLOCK: 33
LOT # 19

 SITE PLAN

36
.5

'
R.

Y.

2.5'
S.Y.

22.3' 0.2'
S.Y.

STR. NO. 321

2 STORY
FRAME  DWELLING

BLOCK: 19
LOT: 33

6.
5'

F.
Y.

1.
1'

F.
Y.

56
.5

'

WATER 
METER

 GAS. METERS

EL
EC

T.
M

ET
ER

PIPE

EXISTING SITE CONDITIONS

ON-STREET PARKING ON-STREET PARKING

20'-0" 20'-0" 21'-5"
ON-STREET PARKING

20'-0"

4'-0" 1'-0"1'-0"

24
" M

IN
. O

R
RO

OT
 B

AL
L 

DE
PT

H

NOTES:

PROVIDE CONTINUOUS TRENCH
OF STRUCTURAL SOIL BELOW ALL PAVEMENT
AREAS. BREAK SOIL TRENCHES ONLY WHERE
REQUIRED FOR UTILITIES AND FOUNDATIONS

STREET TREE

2" MULCH LAYER

5" X 1/4" STEEL, ALUMINUM, OR
RECYCLED PLASTIC EDGING. SET
SPIKES 12" O.C (4 PER EDGE)
OPTIONAL: STANDARD DPR WICKET
FENCE WITH INTEGRAL
STEEL EDGE OR TREE GUARD

GRANITE COBBLE PAVEMENT ON SAND
SETTING BED

CONCRETE SIDEWALK

STRUCTURAL SOIL MIX
COMPACTED TO 95% DENSITY

COMPACTED SUBGRADE

COMPACTED SUBGRADE MOUND

1/4" = 1'-0"
LONGITUDINAL SECTION TREE PIT

1'-0" 1'-0"4'-0"

6'-0"

4'
-0

"

TR
EE

 T
RE

CH

5" X 1/4" EDGING W/STAKES
4 STAKES PER LENGTH (12" O.C.)
OPTIONAL: INTEGRATED WITH WICKET
OR TREEGUARD

CONCRETE OR BLUESTONE SIDEWALK

TREE PIT
ROOTBALL (BELOW GRADE)

ARBOR TIE

2" DEPTH MULCH WITHIN
TREE PIT AREA

TREE STAKE (2 REQD.)

4" X 8" X 4" GRANITE COBBLE W/ SAN JOINTS
AS SHOWN. SET COBBLES FLUSH W/ CURB AND
SIDEWALK. PATTERN CAN VARY

EXISTING OR NEW STREET CURB

PLAN - GRANITE COBBLES, TREE TRENCH, AND TREE PIT
1/4" = 1'-0"

NATURAL SPREAD OF ROOTS

6" MIN.
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S-100

FLOOD HAZARD DETERMINATION
THIS PROPERTY IS LOCATED ON FLOOD HAZARD ZONE X:
AREAS  DETERMINED TO BE OUTSIDE THE 0.2 % CHANCE FLOOD PLAN

The flood map for the selected area is number 334017C0081D,
effective on 08/16/2006

SITE PLAN NOTES:

1. IT IS THE CONTRACTOR'S RESPONSIBILITY TO OBTAIN A SURVEY OF THE

FOUNDATION WORK AND SUBMIT A COPY OF THE SAME TO THE

ARCHITECT AND THE CITY TO VERIFY THE AS BUILT SETBACKS OF THE

STRUCTURE.

2. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT OF ANY DEVIATIONS

BETWEEN THE PROPOSED AND AS-BUILT SETBACKS OF THE

STRUCTURE BEFORE PROCEEDING WITH THE WORK.

3. THE ONLY VALID DRAWINGS THAT SHOULD BE USED FOR

CONSTRUCTING THE WORK ARE THE APPROVED DRAWINGS AS ISSUED

BY THE CITY BUILDING DEPARTMENT.

4. ANY PERMIT UPDATE DRAWINGS THAT HAVE BEEN APPROVED BY THE

CITY SUPERCEDE THE ORIGINAL PERMIT DRAWINGS.

5. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAINTAIN THE UPDATED

PERMIT DRAWINGS AT THE THE SITE DURING CONSTRUCTION.

6. NEW CURBS AND SIDEWALKS SHALL BE CONSTRUCTED AT ALL

PROPERTY FRONTAGES WITH THE FINAL DETERMINATION MADE BY THE

DEPARTMENT OF ENGINEERING OF THE CITY.  ALL WORK SHALL

CONFORM TO CITY STANDARDS.

7. THE CONTRACTOR MUST PROVIDE VISIBIBLE BUILDING ADDRESSES FOR

ALL STRUCTURES.  ADDRESSES SHALL BE DISPLAYED IN ACCORDANCE

WITH THE CITY'S 911 LOCATABLE ADDRESS ORDINANCE.

8. A PERMIT IS REQUIRED FROM THE OFFICE OF THE COUNTY ENGINEER

PRIOR TO BEGINNING ANY WORK WITHIN THE RIGHT-OF-WAY OF A

COUNTY ROAD.  ALL WORK WITHIN THE COUNTY ROAD RIGHT-OF-WAY

SHALL BE ACCORDING TO COUNTY STANDARDS.

9. THE CONTRACTOR MUST COORDINATE ALL NEW WATER AND SEWER

CONNECTIONS WITH AND COMPLY WITH ALL DIRECTIVES FROM THE

CITY OF NEWARK DIVISION OF WATER AND SEWER UTILITY.

10. THE CONTRACTOR IS RESPONSIBLE FOR DISCONNECTING ANY EXISTING

UNUSED WATER SERVICES AT THE MAIN.

11. NO UTILITY METERS MAY BE LOCATED AT ANY STREET EXPOSURE OF

THE BUILDING.  THE CONTRACTOR SHALL COORDINATE THE LOCATION

OF ALL EXTERIOR METERS WITH THE ARCHITECT PRIOR TO ANY UTILITY

INSTALLATION.

12. EXISTING STREET CATCH BASINS AND INLETS ARE TO BE RETOFITTED

WITH A NEW FRAME /GRATE/CURB-PIECE AS PER CITY STANDARDS

(SEE DETAIL).

PLANTED SIZECOMMON NAMEKEY BOTANICAL NAME

GM 3" - 3.5" CALIPERGREEN MOUNTAIN (LINDEN)TILIA TOMENTOSUM

AMOUNT

1

GREEN MOUNTAIN (LINDEN)

PLANTING NOTES:

- ALL SHRUBS SHALL HAVE A MINIMUM HEIGHT AND INITIAL SPREADS OF 24" AND SHALL
BE  EITHER BALLED AND BAGGED OR DELIVERED IN 2 GALLON CONTAINERS. AND SHALL
BE  EITHER BALLED AND BAGGED OR DELIVERED IN 2 GALLON CONTAINERS.

- ARE TO RECEIVE SEEDING AFTER FINAL GRADING.

- ALL STAKING AND GUY WIRES ATTACHED TO THE TREES WILL BE REMOVED BY THE
DEVELOPER AFTER ONE YEAR FROM INITIAL PLANTING.

- ALL TREE PITS SHALL HAVE A 4' X 4' OPENING IN PAVEMENT WITH THE TOP LAYER
COVERED WITH SAND AND CONCRETE BRICK PAVERS LEVEL W/ SIDEWALK.

- ALL NEW STREET TREES SHALL BE PLANTED IN 4'X4' TREE PITS AT THE CURB LINE. ALL
TREES SHALL BE PLANTED AT MINIMUM INITIAL SIZE OF 3" - 3-1/2" CALIPER AND SHALL
BE BRANCHED AT 7'-0".

02-20-201
- EXISTING ON-STREET
PARKING.
-GRADING ELEVATION
POINTS.

2

06-17-202
-SITE PLAN UPDATE:
NEW STAIR AND RAMP
UPDATED
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GENERAL NOTES

SIDEWALK DETAIL

1- ALL CONCRETE SHALL CONFORM TO 1989 NJ D.O.T. STANDARD SPEC. FOR ROAD & BRIDGE CONSTRUCTION SECTION 914 CLASS "B" AIR ENTRAINED. ALL
CONCRETE WORK SHALL BE DONE BEFORE INSTALL SET USING A STEEL OR BARN BROOM. ALL JOINTS AND EDGES SHALL BE TOOLED AND ROUNDED.
2- SUB-BASE AND FORMWORK SHALL BE FIRM AND APPROVED BY THE CITY ENGINEER OR HIS/HER REPRESENTATIVE PRIOR TO POURING.
3- ALL CONSTRUCTION METHODS AND MATERIALS SHALL CONFORM TO 1989 NJ D.O.T. STANDARD SPEC.
4- WHEN SIDEWALK ABUTS CURB OR SIDEWALK, A 1/2" THICK NPN-EXTRUDABLE, FIBROUS BITUMASTIC EXPANSION JOINT REQUIRED.
5- UNIT PRICES BID SHALL INCLUDE, BUT ARE NO LIMIT TO , ALL LABOR, EQUIPMENT, MATERIALS AND TOOLS TO PERFORM THE CONSTRUCTION, AS INDICATED
ABOVE, IN A WORK LIKE MANNER.
6- FOR SCORING PATTERN, SIDEWALK SHALL BE DIVIDED INTO TWO LONGITUDINAL SECTIONS.

14
"

VA
RI

ES

TRENCH DRAIN DETAIL

0'
-3

"
0'

-6
"

N.T.S.

3"8"3"

10"

11-05-19

AR
TE

K

CHECKED BY :     

PROJECT DRAWING

DAR
DRAWN BY :           

DATE :

ER

87
7 

BR
OA

D 
ST

RE
ET

NE
W

AR
K,

 N
J 

07
10

2
TE

L:
 (9

73
) 8

24
-0

02
2

FA
X:

 (9
73

) 8
24

-7
44

7

ST
UD

IO
, L

LC
.

RE
VI

SI
ON

S:
Da

ni
el

 A
. R

om
a 

 R
.A

Re
gi

st
er

ed
 A

rc
hi

te
ct

NJ
 L

ic
en

se
 N

o.
 1

79
15

NY
 L

ic
en

se
 N

o.
  0

30
08

2-
1

19031

LO
T 

: 3
3

BL
OC

K 
: 1

9

HA
RR

IS
ON

, N
J 

   
   

   
   

   
   

   
32

1 
HA

M
IL

TO
N 

ST
RE

ET
,

OW
NE

R 
OF

 R
EC

OR
D 

: A
NT

ON
IO

 S
OU

SA
AP

PL
IC

AN
T 

:A
NT

ON
IO

 S
OU

SA

PR
OP

OS
ED

 N
EW

 D
RI

VE
 - 

IN
 G

AR
AG

E 
TO

 A
N 

EX
IS

TI
NG

 T
W

O 
FA

M
IL

Y 
DW

EL
LI

NG
.

S-110

NOTES:

-ALL UTILITY AND STREET CONNECTIONS ARE EXISTING AND WILL
BE USED, UNLESS OTHERWISE SPECIFY.

(SEE DETAIL).
FRAME / GRATE / CURB PIECE AS PER CITY STANDARDS
EXISTING CATCH BASINS SHALL BE RETROFITTED WITH A NEW

SEWER TAPS.

UTILITY NOTES:

TO DISCONNECT ANY EXISTING WATER SERVICE(S) AT THE MAIN.
ADDITIONALLY, IT SHALL BE THE DEVELOPERS RESPONSIBILITY

OF WATER/SEWER UTILITY WITH REGARDS TO BOTH THE WATER AND 
DEVELOPER WILL COMPLY WITH ALL DIRECTIVES FROM THE DIVISION

NO UTILITY METERS WILL BE LOCATED AT ANY STREET EXPOSURE
OF THE BUILDING

1

02-20-201
- NEW TRENCH DRAIN
DETAIL.
-UPDATED UTILITY
SITE PLAN WITH
TRENCH DRAIN LINE
CONNECTION.
-GRADING ELEVATION
POINTS.

2

06-17-202
-SITE PLAN UPDATE:
NEW STAIR AND RAMP
UPDATED
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A-100

02-20-201
-GRADING ELEVATION
POINTS.

2
06-17-202

-FLOOR PLAN  UPDATE:
NEW STAIR AND RAMP
UPDATED



(2) - 3 12  X 9 12 L.V.L.
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2X10 @ 16" O.C.

NEW GARAGE DOOR
9'-0" X 6'-6"

TRENCH
DRAIN ( SEE DETAIL )

BLOCK WALL TO BE
DEMOLISH

(SEE DEMOLITION DETAILS)NEW 4" CONCRETE DRIVEWAY
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19" VERTICAL ANGLE

STANDARD LIFT LOW HEADROOM TO THE REAR
BRACKET MOUNT TRACK SET DETAIL

HEADROOM
REQUIREMENTS

GARAGE DOOR DETAIL

14
"

VA
RI

ES

TRENCH DRAIN DETAIL

0'
-3

"
0'

-6
"

N.T.S.

3"8"3"

10"

11-05-19

AR
TE

K

CHECKED BY :     

PROJECT DRAWING

DAR
DRAWN BY :           

DATE :

ER

87
7 

BR
OA

D 
ST

RE
ET

NE
W

AR
K,

 N
J 

07
10

2
TE

L:
 (9

73
) 8

24
-0

02
2

FA
X:

 (9
73

) 8
24

-7
44

7

ST
UD

IO
, L

LC
.

RE
VI

SI
ON

S:
Da

ni
el

 A
. R

om
a 

 R
.A

Re
gi

st
er

ed
 A

rc
hi

te
ct

NJ
 L

ic
en

se
 N

o.
 1

79
15

NY
 L

ic
en

se
 N

o.
  0

30
08

2-
1

19031

LO
T 

: 3
3

BL
OC

K 
: 1

9

HA
RR

IS
ON

, N
J 

   
   

   
   

   
   

   
32

1 
HA

M
IL

TO
N 

ST
RE

ET
,

OW
NE

R 
OF

 R
EC

OR
D 

: A
NT

ON
IO

 S
OU

SA
AP

PL
IC

AN
T 

:A
NT

ON
IO

 S
OU

SA

PR
OP

OS
ED

 N
EW

 D
RI

VE
 - 

IN
 G

AR
AG

E 
TO

 A
N 

EX
IS

TI
NG

 T
W

O 
FA

M
IL

Y 
DW

EL
LI

NG
.

A-100

02-20-201
-GRADING ELEVATION
POINTS.
-UPDATED DETAIL OF
TRENCH DRAIN LINE
CONNECTION TO EXIST.
SEWER.

2

06-17-202
-UPDATED LEFT SIDE
ELEVATION /SECTION

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
SCALE: N.T.S.

AutoCAD SHX Text
SCALE: N.T.S.

AutoCAD SHX Text
14"

AutoCAD SHX Text
TO 1" BELOW SURFACE

AutoCAD SHX Text
OF CONCRETE

AutoCAD SHX Text
3 BARS # 9" 0.C.B.W.

AutoCAD SHX Text
GRAVEL - 3/4" DIAMETER

AutoCAD SHX Text
CONCRETE APRON

AutoCAD SHX Text
EXPANSION JOINT

AutoCAD SHX Text
14" C.I. GRATING

AutoCAD SHX Text
ASPHALTIC PAVING

AutoCAD SHX Text
4"  PVC PIPECONNECT TO EXISTING STORM SEWER LINE



LEFT SIDE ELEVATION
SCALE: 1/4"=1'-0"

LEFT SIDE ELEVATION
SCALE: 1/4"=1'-0"

12
1

9'
-0

"
FI

RS
T 

FL
OO

R
9'

-0
"

SE
CO

ND
 F

LO
OR

7'
-2

"
BA

SE
M

EN
T

29
'-4

"
HE

IG
HT

 O
F 

ST
RU

CT
UR

E

ASPHALT SHINGLES

ALUMINUM GUTTER

VINYL SIDING

EXISTING STEPS

RAILING 36" MIN. HEIGHT

GARAGE DOOR

RAILING 36" MIN. HEIGHT

DECORATIVE COLUMN

DOUBLE HUNG WINDOW

ALUMINUM LEADER

DOUBLE HUNG WINDOW

PRECAST BLOCK

9'
-0

"
FI

RS
T 

FL
OO

R
9'

-0
"

SE
CO

ND
 F

LO
OR

7'
-2

"
BA

SE
M

EN
T

31
'-9

"
HE

IG
HT

 O
F 

ST
RU

CT
UR

E

SIDEWALK
FINISH ELEV.(32'-2")

LANDING
FINISH ELEV.

(36'-2")

SLOPE 12% MAX.

RIGHT SIDE ELEVATION
SCALE: 1/4"=1'-0"

REAR SIDE ELEVATION
SCALE: 1/4"=1'-0"

ALUMINUM GUTTER

VINYL SIDING

DOUBLE HUNG WINDOW

ALUMINUM LEADER

DOUBLE HUNG WINDOW

PRECAST BLOCK

BUILT-UP ROLLED ROOFING

9'
-0

"
FI

RS
T 

FL
OO

R
9'

-0
"

SE
CO

ND
 F

LO
OR

7'
-2

"
BA

SE
M

EN
T

29
'-4

"
HE

IG
HT

 O
F 

ST
RU

CT
UR

E

9'
-0

"
FI

RS
T 

FL
OO

R
9'

-0
"

SE
CO

ND
 F

LO
OR

7'
-2

"
BA

SE
M

EN
T

31
'-9

"
HE

IG
HT

 O
F 

ST
RU

CT
UR

E

12
1

11-05-19

AR
TE

K

CHECKED BY :     

PROJECT DRAWING

DAR
DRAWN BY :           

DATE :

ER

87
7 

BR
OA

D 
ST

RE
ET

NE
W

AR
K,

 N
J 

07
10

2
TE

L:
 (9

73
) 8

24
-0

02
2

FA
X:

 (9
73

) 8
24

-7
44

7

ST
UD

IO
, L

LC
.

RE
VI

SI
ON

S:
Da

ni
el

 A
. R

om
a 

 R
.A

Re
gi

st
er

ed
 A

rc
hi

te
ct

NJ
 L

ic
en

se
 N

o.
 1

79
15

NY
 L

ic
en

se
 N

o.
  0

30
08

2-
1

19031

LO
T 

: 3
3

BL
OC

K 
: 1

9

HA
RR

IS
ON

, N
J 

   
   

   
   

   
   

   
32

1 
HA

M
IL

TO
N 

ST
RE

ET
,

OW
NE

R 
OF

 R
EC

OR
D 

: A
NT

ON
IO

 S
OU

SA
AP

PL
IC

AN
T 

:A
NT

ON
IO

 S
OU

SA

PR
OP

OS
ED

 N
EW

 D
RI

VE
 - 

IN
 G

AR
AG

E 
TO

 A
N 

EX
IS

TI
NG

 T
W

O 
FA

M
IL

Y 
DW

EL
LI

NG
.

A-200

02-20-201
-NO REVISIONS ON
THIS PAGE.

06-17-202
-UPDATED ELEVATIONS


	Sheets and Views
	19031 - 321 HAMILTON STREET, HARRISON, NJ CAMBIOS DANIEL-COVER
	19031 - 321 HAMILTON STREET, HARRISON, NJ CAMBIOS DANIEL-T-110
	19031 - 321 HAMILTON STREET, HARRISON, NJ CAMBIOS DANIEL-S-100
	19031 - 321 HAMILTON STREET, HARRISON, NJ CAMBIOS DANIEL-S- 110
	19031 - 321 HAMILTON STREET, HARRISON, NJ CAMBIOS DANIEL-A-100
	19031 - 321 HAMILTON STREET, HARRISON, NJ CAMBIOS DANIEL-A-110
	19031 - 321 HAMILTON STREET, HARRISON, NJ CAMBIOS DANIEL-A-200


